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Part 1 – General: 
 
1.01 – General: 
 

A. Drawings  and  general  provisions  of  Contract,  including General  and  Supplementary 
Conditions, Special Conditions, and related parts of the Contract Documents apply to 
the work of this section. 

1.02 – Scope of Work: 

The work to be performed under this specification includes all labor, equipment, materials and 
supplies necessary for the installation of the Color Sports Surfacing included in this contract: 

A. Thorough  Cleaning  and  Preparation  of  Existing  Athletic  Court  Bituminous  Concrete 
Surfaces 

B. Color Sport Surfacing of Athletic Courts 
 

1.03 – Submittals: 
 
A. Contractor  shall  submit  all  product  data  for  review  and  approval  by  the  Owner’s 

Representative, prior to begin of construction procedures. 
 

B. Contractor  shall  submit  color  samples  of  color  sport  surface  finish  coat  to  clearly 
demonstrate  range  of  color  for  approval  by  Owner’s  Representative.    Color  to  be 
selected by Owner. 

 
C. Contractor  shall  submit  product  data  of  Patching Mix,  Filler  Coat,  Finish  Coat,  and 

textured line paint for review by Owner’s Representative. 
 

1.04 – Quality Assurance: 
 

A. All work shall conform to all local, state, and federal regulations along with the current 
material  testing  guidelines  as  published  by  the  American  Society  of  Testing  and 
Materials (ASTM). 
 

B. All work shall be completed  in accordance with American Sports Builders Association  
(ASBA) guide specifications. 
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Part 2 – Products: 
 
2.01 – Acrylic Patching Mix: 
 

A. “Novabond” (as manufactured by NOVA Sports USA), or approved equal, mixed with 
Portland  Cement  and  Sand,  in  accordance  with  manufacturer’s  specifications,  to 
create leveling slurry. 

 
2.02 – Filler Coat: 
 

A. “Novasurface Acrylic Resurfacer” (as manufactured by NOVA Sports USA), or approved 
equal,  diluted  and  mixed  with  added  sand  in  accordance  with  Manufacturer’s 
Specifications. 

 
2.03 – Finish Color Coating: 
 

A. “Novaplay” (as manufactured by NOVA Sports USA), or approved equal. Color Choice to 
be by owner. Submit Color Samples for review by Owner’s Representative. 

 
2.04 – Textured Line Paint: 
 

A. 2‐part paint system consisting of a primer and finish coat.  Primer to be “Seal‐A‐Line” (as 
manufactured by NOVA Sports USA), or approved equal.   Finish Coat  to be “Novatex” 
textured line paint (as manufactured by NOVA Sports USA), or approved equal – color to 
be white. 

 
Part 3 ‐ Execution: 
 
3.01 – Inspection: 
 

A. Contractor to verify site is clean, dry and ready to support special surfaces and imposed 
loads. 
 

B. New  asphalt  pavement  shall  cure  for  30  days  prior  to  application  of  any  surfacing 
materials. 
 

C. Contractors must notify  the  Landscape Architect of all applications, 48 hours prior  to 
installation.  The surface  to be coated shall be  inspected and made sure  to be  free of 
grease, oil, dust, dirt and other foreign matter before starting work. 
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3.02 – Preparation (General): 
 

A. Thoroughly  Clean  pavement  to  receive  surfacing  materials,  in  accordance  with 
manufacturer’s specifications. 
 

B. Application shall proceed only if the surface is dry and clean and the temperature is at 
least  fifty degrees  (50°F) and  rising, and  the surface  temperature  is not  in excess of 
one hundred forty degrees (140°F).  Do not apply coatings when rain is imminent. 

 
C. Protect areas that are not specified to receive color sport surfacing. 

 
3.03 – Low Spot Repair: 
 

A. The athletic court surface(s) shall be flooded.  Any ponding water remaining that is deep 
enough to cover the thickness of a five‐cent piece shall be corrected using a patch mix 
consisting of Novabond (or approved equal), 50‐mesh sand and Portland cement, as per 
manufacturer’s  specifications.   Depressions  must  be  primed  with  a  50%  dilution  of 
Novabond (or approved equal) and water prior to patching. 

 
3.04 – Color Sports Surfacing Installation: 
 

A. Each coat  in this system must dry completely before next application.  Between each 
coat,  inspect  entire  surface.   Any  defects  should  be  repaired.   Scrape  surface  to 
remove any lumps, and broom or blow off all loose matter. 
 

B. Apply  a minimum of one  (1)  coat of  Filler Coat,  in  accordance with Manufacturer’s 
Specifications. 

 
C. Apply  two  (2)  coats  of  Finish  Color  Coating  in  accordance  with  Manufacturer’s 

Specifications.    Allow  each  application  to  dry  thoroughly  before  applying  next 
application. 

 
D. Layout and Mask Basketball Court Lines as indicated in Contract Drawings. Apply Line 

Paint  Primer  in  accordance  with  Manufacturer’s  Specifications  and  allow  to  dry. 
Following  full  Drying  of  Primer,  paint  finish  coat  line  paint  in  accordance  with 
Manufacturer’s  Specifications  and  allow  to  dry  fully.    Following  full  Drying  of  Line 
Paint, remove masking immediately. 
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3.05 – Completion: 
 

A. Upon completion, the contractor shall insure proper removal of all construction debris, 
surplus  materials,  empty  containers  and  wash  water,  and  shall  leave  the  site  in  a 
condition  acceptable  to  the  owner.   The  court  is  to  be  left  secure  so  as  to  prevent 
vandalism. 

 
3.06 – Limitations: 
 

A. Apply  coatings  only when  ambient  temperature  is  50  degrees  F.  and  rising,  and  the 
surface temperature is not in excess of one hundred forty (140) degrees F. 
 

B. All  specified  coatings  are waterborne  and  cannot  cure  in  cold  temperatures or when 
subject to moisture.  Care should be taken not to apply coatings when rain is forecast or 
sudden drop of temperature is expected.  Climatic conditions such as very cool evenings 
and  high  dew  points  dictate  that work  should  be  completed  early  in  the  day  so  the 
coatings  can be exposed  to enough warm  sunlight  to  form a  film before  sunset.  The 
opposite  applies  during  times  of  high  heat,  low  humidity  and  drying  breezes:  under 
these conditions, work very early in the morning or very late in the day.  If the product 
seems to be drying too fast in hot weather, mist the pavement with water to make the 
application easier.  Care must be taken to allow each application to dry thoroughly prior 
to recoating. 

 
 

End of Section 


